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SPECIAL PROVISIONS INSERT
CONTRACT NO. ContNum
522 — PORTLAND CEMENT CONCRETE PAVEMENT REPAIRS
1 of 1

CATEGORY 500

PAVING
SECTION 522 — PORTLAND CEMENT CONCRETE PAVEMENT REPAIRS

 TC "SPI-Section 522 — Portland Cement Pavement Repairs" 
522.02 MATERIALS.
509
DELETE:  522.02 MATERIALS in its entirety.
INSERT:  The following:
522.02 MATERIALS.  Refer to 520.02 except as follows:


Graded Aggregate for Base Course 
901.01


Crusher Run Aggregate CR-6
901.01


Concrete Mix No. 9
902.10


Nonshrink Grout 
902.11(c)


Epoxy Grout 
902.11(d)


Epoxy Adhesive
921.04

522.02.01 Polyester Grout.  A polyester grout may be used in lieu of epoxy grout, provided the grout conforms to 902.11(d).  Identify cartridge type systems by batch or lot number.

522.02.02 Epoxy Adhesives.  Refer to 921.04. Use water insensitive materials classified as Type IV, Grade 3, Class B and C.
522.02.03 Reinforcement.  Section 908 for reinforcement, including load transfer assemblies, tie bars, deformed steel bars, and longitudinal tie devices, except all material shall be epoxy coated.
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