6" MINIMUM FREEBOARD .

ALONG FACILITY

EMBANKMENT FOR 10-YR
STORM (9" MINIMUM TO

EDGE OF ROADWAY)

UTILITY AND UTILITY TRENCH EXCLUSION ZONE
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SEE LANDSCAPE PLANS FOR SURFACE COVER AND PLANTINGS
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3" SHREDDED

SCREW CAP

TURFGRASS ESTABLISHMENT OR
TURFGRASS SOD ESTABLISHMENT
WITH TYPE 'A’ SSM, OR MEADOW
ESTABLISHMENT WITH TYPE 'D’
SSM ON SIDE SLOPES PER
LANDSCAPING PLAN7

TURFGRASS ESTABLISHMENT OR
TURFGRASS SOD ESTABLISHMENT
WITH TYPE 'A’ SSM, OR MEADOW
ESTABLISHMENT WITH TYPE 'D’
SSM ON SIDE SLOPES PER

LANDSCAPING PLAN UTILITY AND UTILITY TRENCH EXCLUSION ZONE 10° |

A
\
)
Y

HARDWOOD BARK 6"ABOVE ESD/*
(SHB) MULCH \ 2 TYP.
- - 3" SHREDDED HARDWOOD BARK (SHB) MULCH
10-YR*V/ =XISTING - GROUND AV, o EXISTING GROUND
E=SDV* / %?\ " y * — N Ap LZ W
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44775 x EMBANKMENT FOR 10-YR L5
NON-WOVEN 2 4" TOPSOIL STORM (9" MINIMUM TO &R

GEOTEXTILE CLASS PE,
TYPE Il (SIDES ONLY)

24" BIORETENTION
SOIL MIX (BSM)*

UNCOMPACTED
ROTOTILLED SOIL
(8" DEPTH TYP)

MICRO-BIORETENTION TYPICAL SECTION

OBSERVATION WELL
(SEE DETAIL)

6" (TYP.) KEY IN

| GEOTEXTILE

PERFORATED SUBDRAIN
WRAPPED WITH
GEOTEXTILE SOCK

L

NOT TO SCALE

SCREW CAP 6’
ABOVE ESDv

~— SOLID SUBDRAIN PIPE
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p— BIORETENTION
SOIL MIX (BSM)

tBOT'I'OI\/I OF THE SWM FACILITY

CONCRETE FOOTER (POURED IN PLACE)

SHALL PROVIDE A MIN 6" THICKNESS
AROUND SUBDRAIN PIPE

TYPICAL OBSERVATION WELL DETAIL

NOT TO SCALE

OBSERVATION WELL NOTES:

1. COST OF CONCRETE FOOTER AND GEOTEXTILE SOCK ARE INCIDENTAL TO
THE COST OF THE SUBDRAIN ITEM AS USED FOR THE OBSERVATION WELL.

2. SEE SECTION 316 OF THE MDOT SHA STANDARD SPECIFICATIONS FOR
CONSTRUCTION AND MATERIALS.

6" KEY IN GEOTEXTILE (TYP.)

EDGE OF ROADWAY) 6" (TYP)

KEY IN GEOTEXTILE OUTLET STRUCTURE®

(DO NOT USE
RETICULINE GRATES
OR YARD INLET)

UNCOMPACTED == J
ROTOTILLED SOIL
(8" DEPTH TYP)

MICRO-BIORETENTION PROFILE WITH PIPE OUTFALL

NOT TO SCALE

C

DESIGNER NOTES:

TURFGRASS ESTABLISHMENT WITH 1
TYPE A SSM OR TURFGRASS SOD
ESTABLISHMENT (SIDE SLOPES ONLY)~\

REFER TO SECTION 316 OF THE MDOT SHA STANDARD
SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS FOR
MORE INFORMATION.

10-YR* \/ 4 MIN. 2. INCLUDE SWMFAC NUMBER ON SWM SHEETS.
EsD*YV 3. MAX. ESDv DEPTH: 12”
= 78 EXISTING 4. UTILTY (NCLUDING GUY-WIRES) AND UTILITY TRENCH
§ R GROUND EXCLUSION ZONE EXTENDS A MINIMUM OF 10 FEET FROM
7l O o Tee 7 THE BOTTOM OF MEDIA 10 FEET FROM TOP OF
X & é%OOOO 300350 EMBANKMENT IS PREFERABLE.
<< 000 5000 S 5. PLANT FACILITY SURFACE WITH AT LEAST THREE SPECIES
| 4" TOPSOIL 000 0%90&8@0 O%QC FROM THE APPROVED PLANTING LIST.
OQ%S 6.  PLACE TURFGRASS ESTABLISHMENT AND TYPE A SSM OR
. 5 TURFGRASS SOD ESTABLISHMENT ON THE SIDE SLOPES
NON-WOVEN GEOTEXTILE 7%\ CUTOFE WALL ABOVE THE EXPECTED WATER LEVEL RETAINED DURING
CLASS PE, TYPE OUTFALL ov RAIN EVENTS,
| (SIDES ONLY) PROTECTION™ P 7. DO NOT PLACE SEED,SOD OR SSM ON THE BOTTOM
= e SURFACE OF FACILITY.
EIEIE= & 8. ALL SUBDRAINS, CLEANOUTS, OBSERVATION WELLS AND
UNCOMPACTED ROTOTILLED / OUTFALLS SHOULD BE SHOWN ON PLAN VIEW DRAWINGS.
SOIL (8" DEPTH TYP)

WEIR OUTFALL

NOT TO SCALE

*DETERMINE BY DESIGN
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