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GRASS SWALE PROFILE

NOT TO SCALE

\ PROPOSED GRADE

TYPE A SOIL
STABILIZATION AND
TURFGRASS SEED DESIGNER NOTES:
PROPOSED GRADE OR SOD (TYP)
UTILITY AND UTILITY TRENCH, 1. REFER TO SECTION 316 OF THE MDOT SHA STANDARD
EXCLUSION ZONE SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS FOR
0 MORE INFORMATION.
EX/ST/NG GROUN 2. INCLUDE SWMFAC NUMBER ON SWM SHEETS.
GROU/\/D 2" (MIN) TO 8 (MAX) E)(\ST\NG 3. USE EITHER SALVAGED OR FURNISHED TOPSOIL BASED ON
— - THE AMOUNT OF EXISTING TOPSOIL WITHIN PROJECT LIMITS.
” YR *Y 6" MINIMUM FREEBOARD ALONG 4. MUST ALSO BE DESIGNED TO CONVEY 10-YR FLOW AT
4" TOPSOIL (TYP.) * avk * FACILITY EMBANKMENT FOR 10-YR : 'E\Slng\lT—gaO%\'/\l/gTMEEPgJTlES-
%7 VS Q- 8TFOEMA[§3VA%'N'MUM 1O EDGE 6. UTILITY (INCLUDING GUY-WIRES) AND UTILITY TRENCH
: NN NNZZSSNSNUNOINZZ, S EXCLUSION ZONE EXTENDS A MINIMUM OF 10 FEET FROM

THE BOTTOM OF MEDIA. 10 FEET FROM TOP OF
4" TOPSOIL EMBANKMENT IS PREFERABLE.
7. SEE LANDSCAPE PLANS FOR PLANTINGS.
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